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ZyXEL Vantage CNM Service Pack 
2.2.00.61.01 
Release Note
Date: 12/15/2005
Objective:

This Service Pack (2.2.00.61.01) includes some feature enhancements
without bug fixing on CNM 2.2 (version code 2.2.00.61.00). After upgrade, the version code will change to 2.2.00.61.01 (Note 1)

 

The Service Pack can be applied to CNM 2.2.00.61.00 directly. However, it can not be applied to other version. 
 
For the detailed, please read below.

Supported Platforms

Vantage Service Pack 2.2.00. 61.01 Environment Requirement:
1.   Hardware platform:

Vantage CNM 2.2 server hardware requirements:

CPU:  Intel P4 2.6G or better
Memory: 2G or better

Hard Disk: 80G or better

Vantage CNM 2.2 client hardware requirements:

CPU: Intel P3 450 MHz or better

2.   Software environment:
Server: Microsoft Windows XP
Client: Microsoft IE 6.0 or later, SP1 is limited. Screen resolution supported: 1024*768 
Other system services such as FTP daemon, syslog daemon, SMTP daemon and telnet daemon are also needed for Vantage CNM featured services.

Notes

1.  If there are devices which have been managed by Vantage CNM, it would be recommended to do System >>  Maintenance > Back up before upgrade operation.
2. Please reference to Appendix A to get detail information.

Known Issues
	SPR ID 
	Description

	051214898 
	Step 1. Register two device to CNM, and add some other dev to OTV
Step 2. When the two dev is on, add them to VPN edit, also add other devic to VPN editor.
Step 3. Create several VPN among those devices
Step 4. On the OTV, un-map one of the registered dev, then go to VPN edit, refresh the page, you will find all the lines that on behalf of VPN Rules are disappeared.

It will be normal when next login.  


Features
[ 2.2.00.61.01 b1 ]
[CHANGE]   No VPN configuration check when do device UNMAP, device can be unmapped if it has VPN configuration.

[CHANGE]   Device can be renamed on OTV. 
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[CHANGE]   P653HWI-17 PPPOE user name and password length is 70.
[CHANGE]   ZW2, ZW70 PPPOE user name length is 63, and password length is 31.

[CHANGE]   Support P653HWI-17, ZW2, ZW70 'ipsec swSkipOverlapIp' and 'ipsec adjTcpMss'.
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Bug Fix
[ 2.2.00.61.01 b2 ]
	SPR ID 
	Description

	051207508
	Firmware version:V3.62(WK.13)b1, agent version:2.0.2(WK.1), CNM version: 2.2.00.61.01b1
Step 1. first of all, change the dev to PPPoE 3des mode, make sure it can get WAN IP.
Step 2. go to ewc ”setup＞＞logs＞＞Log Settings” to unselect the two field ”Log Asymmetrical Routes” and ”Log Multicasts”
Step 3. go to CNM ”configuration＞＞device Log”to select all field and click apply
Step 4. you will find the two field mention above are unselected 

	051206435  
	Server set Input Idle time out teo time result to whole page cannot set to DUT.
step1 set VPN＞＞Global Setting from CNM to DUT 
you will find CNM set Input Idle time out value two time, then the whole page all values can not be accept by CNM. 


                                            Appendix 
Appendix A Vantage CNM Upgrade Operation(Windows version)
Login Vantage CNM with root account. Click menu System >> upgrade, and then select the Vantage CNM upgrade zip file by click “Browse” button.
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Vantage CNM Upurade

Current Vantage CNM Software Version 22008100
 Download the new software to your computer

Software File [Cdownloadiupgrade zip |
Before Vantage CNM Upgratte, you should irst

o Notiy all administrators.
« Make sure that no one is logged in during the upgrade.
o Perform backup mainfenance.




Click Yes, then Vantage CNM browser disappears and a new window popup shown down below.
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Vantage CNM upgrade has completed

The Vantage CNM server will now restart.

Please wait for five more minLtes before logging into Vantage CNM again





After about five minutes, when upgrade completes, please restart Vantage. 

